
Technical Details:

Method of Dimming: DALI

Input Current: AC 220 240V, 50/60Hz

Input Driver: terminal

Switching Cycles: >30.000

Electrical Protection Class: II

Ambient Temperature (TA): 0°C - 50°C

Storage Temperature: 0°C - 50°C

Information and Downloads:

Dimensions: 101,5x54x29,5 mm

Montageart: recessed

IP Class: 20

Housing Color grey

Housing Material: plastic

Special Feature of Housing: Zugentlastet

Net Weight: 74 g

Channels: 1

Type of Packaging: box

Weight incl. Packaging: 0.84 kg

Content Master Package: 1

Product Line: Advance Line

Warranty 2 years

Certifications CE,VDE

Barcode: 4250557820842

Dali Bus Schaltrelais

max. Schaltlast 3680VA

max. Schaltstrom 16A

max. Querschnitt: 2,5mm² feindrahtig/4mm² eindrah.

Änderungen vorbehalten
Technical details are subject to change
(c) 2017

Litegear GmbH
An Fürthenrode 45
52511 Geilenkirchen

Tel.: +49 (0)2451 48453-0
Fax: +49 (0)2451 48453-13
www.litegear.de

Technical Data Sheet
Order number: LG55171

DALI Schaltaktor Switch 1 CH 16A/165A(p) INS für den Decken-
/Hohlraumeinbau


	DALI Schaltaktor Switch 1 CH 16A/165A(p) INS für den Decken- /Hohlraumeinbau
	Technical Details:


